4 3/4"

(2x4)

™~

PARTITION TYPE 1C: i
%" MOISTURE RESISTANT E
GYPSUM BOARD CEILING i
OMIT RC CHANNEL, H

SEALANT AND MOLDING

PARTITION TYPE 1C: —//:

%" HARDIBACKER OR EQUAL
AND SOLID SURFACE POLYMER
WALL PANELS TO 7'-0" A.F.F.
IN BATHROOMS PER PLAN

FASTEN TO EACH JOIST OR BLKG AS REQ'D
BOTTOM OF EXISTING FLOOR/ROOF FRAMING

%" RESILIENT METAL CHANNEL @ 24" 0.C.
(V.I.LF. THAT FLOOR FRAMING IS @ 16" 0.C.)
OMIT RC CHANNEL AT 2ND FLR CEILING

%" PAINTED GYPSUM BOARD CEILING

7" ACOUSTICAL SEALANT (NOT CAULK) BOTH SIDES

OMIT AT 2ND FLR

PAINTED WOOD MOLDING (GARDEN STATE LUMBER WM750

BEADED BASE OR EQ)

PROVIDE PAINTED AZEK OR EQ MOLDING AT BATH,
OMIT MOLDING AT 2ND FLOOR AND WATER HEATER CLOSET

(1) LAYER PAINTED 5/8” GYPSUM WALL BOARD
EACH SIDE FULL HEIGHT. PROVIDE IMPACT
RESISTANT GYPSUM WALL BOARD FOR FIRST
4'—0" AF.F. AND AT STAIRS

PARTITION TYPE 1: EXISTING 2x WOOD FRAMING

PARTITION TYPE 1A: NEW 2x4 WOOD STUDS,
DOUBLE TOP PLATE, AND SILL PLATE

4 3/4

%" RESILIENT
METAL CHANNEL \
@ 24" 0.C. HORIZ. \ﬂ
SCREWS FOR GWB B
SHALL NOT
PENETRATE

WOOD STUDS

2 %" VINYL BASE AT SINK AREA
AND AT WATER HEATER CLOSET

FASTEN TO FRAMING /

~

XWWWX

(1) LAYER PAINTED 5/8" GYPSUM WALL BOARD

EACH SIDE FULL HEIGHT. PROVIDE IMPACT
RESISTANT GYPSUM WALL BOARD FOR FIRST

SO

4’0" A.F.F. AND AT STAIRS

MRS

STAGGER PANEL JOINTS —

SIDE TO SIDE TYP

AN
\SEE NOTES BELOW FOR FRAMING
REQUIREMENTS PER PARTITION TYPE

PARTITION TYPE 1B: NEW 2x3 WOOD STUDS,
DOUBLE TOP PLATE, AND SILL PLATE

\ AT INTERIOR WALLS: MINERAL WOOL SOUND BATTS

AT EXTERIOR WALLS: NEW R—-13 MIN BATT INSULATION
FINISH SCHEDULE

WALL BASE PER FINISH SCHEDULE

NOTES:

o =

L eIl

FASTEN TO FRAMING

"~

N

BEDROOM
SIDE ~
\ MINERAL WOOL SOUND BATTS
WALL BASE PER
s
T

/ 2 %" VINYL BASE AT SINK AREA

FASTEN TO EACH JOIST OR BLKG AS REQ'D
BOTTOM OF EXISTING FLOOR/ROOF FRAMING

%" RESILIENT METAL CHANNEL @ 24" O.C.

FASTEN TO EACH JOIST OR BLKG AS REQ'D

(V.I.F. THAT FLOOR FRAMING IS @ 16" 0.C.)
OMIT RC CHANNEL AT 2ND FLR CEILING

%" PAINTED GYPSUM BOARD CEILING
%" ACOUSTICAL SEALANT (NOT CAULK) BOTH SIDES

OMIT AT 2ND FLR

PAINTED WOOD MOLDING (GARDEN STATE LUMBER WM750

BEADED BASE OR EQ)

PROVIDE PAINTED AZEK OR EQ MOLDING AT BATH,
OMIT MOLDING AT 2ND FLOOR AND WATER HEATER CLOSET

(1) LAYER PAINTED 5/8" GYPSUM WALL BOARD
EACH SIDE FULL HEIGHT. PROVIDE IMPACT
RESISTANT GYPSUM WALL BOARD FOR FIRST

4’0" AF.F. AND AT STAIRS TYPICAL

[ EXISTING 2x WOOD FRAMING

o BOTTOM OF EXISTING FLOOR/ROOF FRAMING CENERAL PARTITION NOTES.
-0 %" RESILENT METAL CHANNEL @ 24" O.C.
V.LF. (V.I.F. THAT FLOOR FRAMING IS @ 16" 0.C.) 1. REFER TO FINISH SCHEDULE AND
OMIT RC CHANNEL AT 2ND FLR CEILING SPECIFICATIONS FOR PAINTING LOCATIONS AND
| /| 2 EEEUEREEFTEEED CEILING PLAN FOR ALL CEILING
P P~ HEIGHTS AND TYPES
%" PAINTED GYPSUM BOARD CEILING 3. ALL PENETRATIONS THROUGH RATED WALLS
Q é 3%” ACOUSTICAL SEALANT (NOT CAULK) BOTH SIDES QR‘%NELOORS MUST BE INSTALLED TO MAINTAIN
\ OMIT AT 2ND FLR 4. PROVIDE 5/8" IMPACT RESISTANT GWB 4'—0"
PAINTED WOOD MOLDING (GARDEN STATE LUMBER WM750 " AFF. THROUGHOUT
/\/ BEADED BASE OR EQ)
PROVIDE PAINTED AZEK OR EQ MOLDING AT BATH, 5. AT SECOND FLOOR CEILING, PROVIDE NEW
OMIT MOLDING AT 2ND FLOOR AND WATER HEATER CLOSET R—19 FIBERGLASS BATT INSULATION WITH
/\/ KRAFT PAPER FACING DOWN AND PROVIDE NEW
(1) LAYER PAINTED 5/8" GYPSUM WALL R—30 FIBERGLASS ROLL INSULATION IN ATTIC
BOARD EACH SIDE FULL HEIGHT. PROVIDE OR 9” THICK BLOWN—IN INSULATION AT
IMPACT RESISTANT GYPSUM WALL BOARD FOR CONTRACTOR’S OPTION
FIRST 4’0" A.F.F. AND AT STARS 6. ADD NEW WOOD STUDS AND FRAMING MEMBERS
U AS REQUIRED WHERE EXISTING FRAMING IS
/\/ T EXISTING 2x WOOD FRAMING C INADEQUATE OR DAMAGED
A PARTITION TYPE 3A ONLY:
BRACE EXISTING FLAT 2x WOOD FRAMING
AT MID—HEIGHT TO FRAMING ON OPPOSITE SIDE
d BEDROOM
\ MINERAL WOOL SOUND BATTS SIDE : VCT PER SCHEDULE
CARPET TILE —h :
WALL BASE PER —" . . PER SCHEDULE
FINISH SCHEDULE i < = | S
| s

3/8" ACOUSTIC SEALANT INSTALLED PER
MANUFACTURER'S REQUIREMENTS

(1) LAYER PAINTED 5/8" GYPSUM WALL BOARD

EACH SIDE FULL HEIGHT ON %" RESILIENT
METAL CHANNEL @ 24" 0.C. HORIZONTAL

LOAIEANAAVARY

STAGGER PANEL JOINTS —
SIDE TO SIDE TYP

1. PARTITION TYPE 1: EXISTING 2x WOOD FRAMING
2. PARTITION TYPE 1A: 2x4 WOOD FRAMING

3. PARTITION TYPE 1B: 2x3 WOOD FRAMING

4. PARTITION TYPE 1C: 2x WOOD FRAMING WITH 1/2" HARDI-BACKER OR EQUAL FOR
ATTACHMENT OF SOLID SURFACE POLYMER WALL PANELS (NOT SHOWN) ON ONE SIDE

AND 5/8" MOISTURE RESISTANT GYPSUM BOARD ON OTHER SIDE AND ON CEILING

5. OMIT RESILIENT METAL CHANNELS AND ACOUSTICAL SEALANT AT CEILING OF SECOND FLOOR

717\ PARTITION TYPE <DXIBXBX(0

00 11/2" = 1'-0"

&

©

MAY

:
=

INSULATED HOT PIPING

CNCOIOIONONOIONG,

CaN

Lo

O

INSULATED COLD PIPING &
INSULATED HOT PIPING (ABOVE 160 F)

B

11.

PACK ALL SPACES FULL DEPTH
W/MINERAL WOOL OR OTHER
EQUALLY APPROVED FIRE

RESISTIVE MATERIAL. (ASBESTOS

OR FIBERGLASS SHALL NOT BE USED)

FIRE RESISTANT FOAM SEALANT
CHASE FOAM CTC P2-655

BE USED. INSTALLATION

SLEEVE

DETAIL OF PIPING PIERCING FIRE RATED

PARTITIONS, WALLS & FLOORS.

NTS

AS PER MANUFACTURER.
ESCUTCHEON BOTH SIDES.

INSULATION (OUTSIDE DIAMETER)

ANHYDROUS CALCIUM
SILICATE INSULATION
THRU SLEEVE.

FIRE RATED PARTITION,
WALL OR FLOOR.

FIBERGLASS INSULATION

TERMINATE INSULATION AT
ESCUTCHEON

MAXIMUM 1/2” CLEARANCE
BETWEEN INSIDE OF SLEEVE
& PIPE.

FASTEN TO FRAMING

3/8" ACOUSTIC SEALANT INSTALLED PER
MANUFACTURER’S REQUIREMENTS

(1) LAYER PAINTED 5/8" GYPSUM WALL BOARD
EACH SIDE FULL HEIGHT. PROVIDE IMPACT
RESISTANT GYPSUM WALL BOARD FOR FIRST
4’0" AF.F. AND AT STARS

SO

2X FRE —— |

BLOCKING TYP m

\l\ | —

ARCH WIRE BETWEEN FRAMING SUPPORTING
3" SOUND BATT INSULATION

%" RESILIENT METAL CHANNEL @ 24" 0.C.
(V.I.LF. THAT FLOOR FRAMING IS @ 16" 0.C.)
= OMIT RC CHANNEL AT ZND FLR CEILING

PTD WD MOLDING —

EXTEND SPRINKLER & —]
PROVIDE NEW HEADS <

| \— %" PAINTED GYPSUM BOARD CEILING
|
%" ACOUSTICAL SEALANT (NOT CAULK)

ECEE
C;

COMERRO COPPA, P.C.
ARCHITECTS

97 LACKAWANNA AVENUE
TOTOWA, NJ 07512

TEL: (973) 890-8989
FAX: (973) 890-8855

E—MAIL: architects@comerro.com

SO

NOTES:

1. OMIT RESILIENT METAL CHANNELS AND ACOUSTICAL SEALANT
AT CEILING OF SECOND FLOOR

2. UL DESIGN U327, STC-50 PER TEST # BBN-760903

72\ PARTITION TYPE <>

00

&

11/2" = 1

’—O”

NOTES:
AT CEILING OF SECOND FLOOR

1. OMIT RESILIENT METAL CHANNELS AND ACOUSTICAL SEALANT

1
i \ﬂ\:'s

COVER FOR CONCEALED HORIZ -= —é
SIDEWALL SPRINKLER N —— PAINTED WOOD MOLDING (GARDEN STATE LUMBER WM750
(VIKING QUICK RESPONSE OR EQ) B i BEADED BASE OR EQ)
2 4" METAL STUDS —o b e e o — *~§ PAINTED AZEK OR EQ MOLDING AT BATH
@16” 0.C. WITH 10" —% ¥ EXISTING 2x WOOD FRAMING W/ NEW 2x FIRE BLOCKING
AL TR S ror SEDROOM ¢ T™———— (1) LAYER PAINTED 5/8" GYPSUM WALL BOARD
SIDE EACH SIDE FULL HEIGHT. PROVIDE IMPACT
5% GWB TYP o RESIIENT g RESISTANT GYPSUM WALL BOARD FOR FIRST 4'—0”
5 RESILENT \ AFF., USE MR. GWB AT BATHROOM
MINERAL WOOL SOUND BATTS

7“3\ PARTITION

00 11/2" = 1'-0"

&

TYPE @@?&
0 N~

EXISTING PLYWOOD FLOOR DECK

2" XPS RIGID INSULATION
BETWEEN JOISTS WITH 5" GAP ALL AROUND
FOR GREAT STUFF PRO GAPS & CRACKS OR
EQUAL INSULATING FOAM FOR AIRTIGHT SEAL

ALTERNATE:

FROTH-PAK OR EQUAL SPRAY

FOAM INSULATION KIT

APPLIED 2” IN THICKNESS

TO RIM JOISTS AROUND ENTIRE PERIMETER

NO INSULATION HERE FOR TERMITE
INSPECTION OF WOOD SILL PLATE

2" XPS TONGUE AND GROOVE RIGID INSULATION
MECHANICALLY FASTENED WITH MASONRY
SCREWS WITH FENDER WASHERS AT 24" 0.C.
MAX VERTICAL AND 48" 0.C. MAX HORIZONTAL

EXISTING
CRAWL SPACE

CONTINOUS TYPE 1 VAPOR RETARDER
SUCH AS 6—-MIL POLY LINER
ADHERED TO CMU STEM WALL

AT TOP, EXTEND ONTO SLAB

TAPE JOINTS

V4

@ 24" 0.C. HORIZ.

BEDROOM SOFFIT DETAIL

00

(AN
\005/

11/2" = 1"=0"

NEW BATT INSULATION AND
GWB PER PARTITION TYPE

EXISTING RIM JOIST TYP

CONTINUOUS BEAD

S
3\

/

Pt

Y

OF WATER—BASED ADHESIVE MASTIC

VERIFY THAT GRADE SLOPES AWAY FROM
BUILDING, NOTIFY ARCHITECT AND
CONSTRUCTION MANAGER IF GRADE SLOPES
TOWARDS BUILDING

ALTERNATE:

AT CONTRACTOR’S OPTION

SUBSITUTE SPRAY-APPLIED FOAM INSULATION
(2" THICKNESS TYP) FOR RIGID AND OTHER
INSULATION SHOWN IN DETAIL, EXTEND FROM
SLAB TO UNDERSIDE OF FLOOR DECK
DELETE VAPOR RETARDER

1]

W

11_011
\ .l ‘
l

SPRAY FOAM TO HAVE EQUIVALENT FLAME
SPREAD RATING AS XPS RIGID INSULATION

CRAWL SPACE WALL

INSULATION

(5
\005/

0

11/2" = 1'=0"

S. M. COPPA, AIA
Al—08322

"BUCKEYE" RESIDENCE INTERIOR RENOVATION
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