@ COPYRIGHT = This drawing is the property of the ESENES Architects—Engineers, PC. It is subject to copyright laws and shall not be used or copied without express written permission.

WITH CHROME FINISH.

—— CONTRACTOR TO PROVIDE COMPLETE DRY SPRINKLER SYSTEM FOR THIS AREA.
SPRINKLER DESIEN SHALL BE LIGHT HAZARD WITH MAXIMUM 225 SQ. FT.
SPRINKLER HEADS SHALL BE STANDARD ORDINARY PENDANT TYPE, RATED I35°F

ATTIC FIRE PROTECTION PLAN
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NOTE: |. POSITION OF SPRINKLER HEADS WITH RESPECT TO COMBUSTIBLE
AND NON-COMBUSTIBLE CONSTRUCTION, STRUCTURAL MEMBERS, ETC. SHALL
BE IN ACCORDANCE WITH NFPA #]3, CHAPTER 4.
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FIRE PROTECTION SYSTEM SUPERVISION NOTES

2. FIRE PROTECTIVE SIGNALING SYSTEM TO BE PROVIDED WITH “UL"

|. FIRE PROTECTION SYSTEMS TO BE SUPERVISED AND INTERIOR AND
EXTERIOR ALARMS PROVIDED VIA A NEW CLASS "B" SUPERVISED
FIRE PROTECTIVE SIGNALING SYSTEM TO BE PROVIDED UNDER THE
ELECTRICAL CONTRACTOR.

APPROVED CENTRAL STATION CONNECTION VIA TELEPHONE LINES.

3. SEE ELECTRICAL DRAWINGS FOR FIRE PROTECTIVE SIGNALING
SYSTEM SPECIFICATIONS AND DETAILS.
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REFERENCE: NFPA #134-246
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