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STAR & BASE MOLDING NOTES:

1. COUNTER SINK ALL NAILS & COVER OPENINGS
W/ PUTTY TO MATCH WOOD FINISH.

2. WHERE SEALANT IS REQ'D., PROVIDE COLOR TO
MATCH WHERE APPLIED

3. FASTEN ALL MATERIALS WITH PROPER FASTENERS
4. ALL PAINT COLORS TO BE SUBMITTED AND
APPROVED BY ARCHITECT

5. PROVIDE A VINYL J BEAD ALONG W/ SEALANT
THAT MATCHES IN COLOR WHERE GYP. BD. EDGES
ABUTS UP TO FINISHED WOOD SURFACES.

6. ALL LAG BOLT & SCREW HOLES ARE TO BE
COUNTERSUNK AND FILLED W/ RED OAK DOWEL
PLUGS CUT FLUSH AT OPENING WITH A FINISH TO

MATCH ADJACENT SURFACE.
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FINISH SCHEDULE NOTES:
1. SUBMIT SAMPLES OF ALL MATERIALS SPECIFIED, FOR REVIEW AND APPROVAL BY SNS PRIOR TO ORDERING THE MATERIALS.
9 ALL FINISHES TO BE PROVIDED AND INSTALLED BY GENERAL CONTRACTOR
3. ALL SURFACES SHALL BE PREPARED TO RECENVE NEW FINISHES (FLOOR, WALL, BASE) AS PER MANUFACTURER'S INSTRUCTIONS.
4. REFER TO ELEVATIONS AND DETALS FOR LOCATION OF NEW FINISHES.
5. ALL FINISHES OCCUR IN THE LOCATIONS LISTED ABOVE AT ALL DORMITORIES AND SUPPORT SPACES ON ALL FLOORS.
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