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PLUMBING NOTES AND SPECIEICATIONS

PLUMBING SYMBOLS

PIPING

MISCELLANEOUS
UNDERGROUND SANITARY DRAIN
ABOVE GROUND SANITARY DRAIN % CONNECT TO EXISTING
VENT PIPING

DOMESTIC COLD WATER
DOMESTIC HOT WATER SUPPLY (140°F)

ABBRE VIATIONS

AFF ABOVE FINISHED FLOOR

DOMESTIC HOT WATER RETURN (140°F) BTU BRITISH THERMAL UNITS
DOMESTIC HOT WATER (I80°F) CAl COMBUSTION AIR INTAKE
cl CAST IRON
PIPE TURNING DOWN U COPPER
PIPE TURNING UP CUFT. cUBIC FEET
cn COLD WATER
SANITARY SYSTEMS D DUCTILE IRON
ELEV ELEVATION
DECK PLATE CLEANOUT FPS FEET PER SECOND
GAL GALLONS
HORIZONTAL CLEANOUT ePD GALLONS PER DAY
VENT THRU ROOF W/FLASHING ¢ COUNTERFLASHING GPH GALLONS PER HOUR
GPM GALLONS PER MINUTE
TRAP HD HEAD
ACCESS DOOR HP HORSEPOWER
HI HOT WATER
FLOOR DRAIN WTRAP ID INSIDE DIAMETER
FLOOR RECEPTOR W/SPLASH PROOF RIM IPs INTERNATIONAL PIPE SIZE
LF LINEAR FEET
FUNNEL FLOOR DRAIN -l NOT 10 SCALE
TRENCH DRAIN oD OUTSIDE DIAMETER
Po| POUNDS PER SQUARE INCH
FD. FR., ETC. WBACKWATER VALVE oA bl ABBOLUTE
PslG PSI GAUGE
DOMESTIC WATER SYSTEMS RECIRC RECIRCULATION
BALANCING VALVE SWCI SERVICE WEIGHT CAST IRON
VAC VACUUM
CHECK VALVE WTR WATER
XHC EXTRA HEAVY CAST IRON

STOP VALVE (CHROME PLATED)
GATE VALVE (NORMALLY OPEN)

GATE VALVE (NORMALLY CLOSED)
UNION
FLANGED CONNECTION

SOLENOID VYALVE
ANGLE VALVE
ASME APPROVED T ¢ P RELIEF VALVE

GLOBE VALVE
THREE-WAY YALVE
PRESSURE GAUGE W/COCK

THERMOMETER

TEMPERATURE SWITCH (AQUASTAT)
FLOW SWITCH

PRESSURE SWITCH

STRAINER

ANTI-WATER HAMMER DEVICE (PDI RATING AS NOTED)
BASE MOUNTED PUMP

AUTOMATIC TRAP PRIMER W/BACKFLOW PREVENTION

WATER METER W/FLANGED CONNECTIONS

FLANGED CIRCULATING PUMP W/BRONZE CASING ¢ IMPELLER

HOSE BIBB W/NVACUWM BREAKER

FREEZE PROOF WALL HYDRANT W/NACUM BREAKER
WATER METER ASSEMBLY W/GATE VALVES ¢ UNIONS
FLANGED WATER METER ASSEMBLY W/ GATE VALVES

DOUBLE CHECK VALVE BACKFLOW PREVENTER W/DRIP
REDUCED PRESSURE ZONE BACKFLOW PREVENTER

THERMOSTATIC MIXING VALVE
SHOWER HEAD

SHOWER VALVE (ANTI-SCALD PRESSURE BALANCED TYPE)
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GENERAL SANITARY DRAINAGE INSULATION
. CONTRACTOR SHALL PERFORM ALL WORK 50 AS TO CONFORM TO LOCAL, STATE AND
NATIONAL CODES AND THE REQUIREMENTS OF LOCAL AUTHORITIES HAVING JURISDICTION. . ABOVE GROUND SANITARY WASTE AND VENT DRAIN PIPING SHALL BE CAST IRON, . THE FOLLOWING PIPING SHALL BE INSULATED:
NO-HUB TYPE. —
2. CONTRACTOR SHALL EXAMINE SITE TO DETERMINE THE EXACT CONDITIONS EFFECTING THE A. DOMESTIC COLD WATER )
PLUMBING IWORK. 2. VERTICAL, NON-COMBUSTIBLE OCCUPYING AN AREA OF MORE THAN ONE SQUARE FOOT,
PIPING ARRANGED IN BROUPS OF TWO OR MORE LINES, WHICH PENETRATE TWO OR MORE B. DOMESTIC HOT WATER i !
3. DRAWINGS INDICATE THE GENERAL SCHEME OF THE INSTALLATION AND ARE DIAGRAMMATIC FLOORS, SHALL BE ENCLOSED IN SHAFT HAVING A FIRE RESISTANCE RATING IN I
g«l SGOP'SE. E11:2E FgeAINEEE SFZEN?AE;_\I/EEZ THEWTQI%*TT I_Té) gulmﬁg EHg NlﬁclvTclS\Jéou g[;Im\GT,E ACCORDANCE WITH BOCA ARTICLE 401 (MINIMUM | HOUR). 2. INSULATION SHALL BE I"RIGID FIBERGLASS AND SHALL BE MANVILLE "MICRO-LOK" OR ——--—
P INSTALLATION, e A Ao CTATE, 4. CLEANOUTS FOR SANITARY DRAINAGE SYSTEMS SHALL BE LOCATED IN ACCORDANCE WITH APPROVED EQUAL. PROVIDE JACKETS AS SPECIFIED BELOW. —---
l{ggﬁggz ggr(p) ARRAN?EMENT OF ALL EQUIPMENT AND PARTS SHALL BE DETERMINED AS ARTICLE 54 OF THE NATIONAL STANDARD PLUMBING CODE. 3. JACKETS FOR GENERAL PURPOSE, INDOOR USE SHALL BE MANVILLE "AP-T PLUS" —180° —
' 5. FLOORS DRAINS SHALL BE JAY R. SMITH MODEL NO. 2005, ROUND TOP WITH STAINLESS PRESSURE SENSILITIVE LAP SEALING SYSTEM OR APPROVED EQUAL. >
4. DETAILS OF CONSTRICTION AND OF ORKMANSHE WHERE NOT SPECIFICALLY DESCRIBED STEEL STRAINER. PROVIDE DEEP SEAL TRAP. 4. JACKETS FOR OUTDOOR USE SHALL BE MANVILLE "ZESTON 2000" PVC WITH "PERMA-WELD" —o
APPROVALIIT IS THE INTENT OF THESE SPECIFICATIONS TO PROVIDE COMPLETE 0. S‘Lséﬁ&?ﬁ@ﬂﬁﬁemﬁﬂLDQUSMﬁO?fAZ'ﬁf&% SETXEZEFQQTAE\E;E%EEYTHE ADHESIVE OR APPROVED EQUAL.
SYSTEMS, LEFT IN 600D WORKING ORDER, READY FOR OFERATION. TE ARCHITECT ' 5 VALVES, FLANGES, ELBOWS, TEES, HUBS AND OTHER FITTINGS SHALL BE INSULATED DPCO =DPCO
5. SoRAP AND DEBRIS, EXCEPT AS OTHERWISE SPECIFIED. SHALL BE REMOVED FROM THE : USING MANVILLE "HI-LO TEMP" FIBERGLASS INSERTS WITH MANVILLE "ZESTON 2000" — Z
" 2T AND DISPOSED, OF BY THIS CONTRACTOR. ’ 1. VENTS THRUROOF SHALL NOT BE LESS THAN 3* TO PREVENT FROST CLOSURE. WHERE PVC FITTING COVERS SECURED WITH MANVILLE "PERMA-WELD" ADHESIVE. ~1 co
R T e - NDICATED ON THE DRAVINGS, INCREASE TO 3" SIZE AT 6. ALL INSULATION SYSTEMS, INCLUDING INSULATION, ADHESIVES AND JACKETS SHALL BE VTRo VTR
6. CONTRACTOR SHALL BE RESPONSIBLE FOR TESTING AND START-UP OF THE STSTEM. ' CERTIFIED IN ACCORDANCE WITH ASTMIES4 FOR FLAMESPREAD RATING OF 25 OR LESS — -
7. ALL WORK SHALL BE DONE WITH A MINIMUM OF DUST AND DIRT. PROVIDE SUFFICIENT 2 BVEE[ga %@thﬁﬁ%ﬂﬁ;i th‘gL TI—EEEYTSQNAﬁ;%BgX ﬁfﬁggwﬁg%%ﬁé—lm{ﬂmﬂE AND SMOKE DEVELOFED RATING OF 50 OR LE=S. 0 aD
FIREPROOF TARPAULING AND COVER ALL EQUIPMENT IN WORK. AREA WITH SAME DURING . ,
INSTALLATION. OTHER VENTILATION OPENING. WHERE 10" HORIZONTAL CLEARANCE CANNOT BE T g};‘a oBUMLEJ@éTSJ gf T'ﬁg”hﬁ%ﬂif”‘%”g 05;’}”'—4; Fji gggﬁ%@fgﬁ STRIPS AS FpE P
MAINTAINED, EXTEND VENT TO AT LEAST 2' ABOVE VENTILATION OPENING. URE : e
8. CONTRACTOR SHALL FURNISH SHOP DRAIWINGS AND EQUIPMENT CUTS TO ARCHITECT FOR FIXTURES
APPROVAL (MINIMUM FIVE (5) COPIES). DOMESTIC WATER S ﬁF.F.D.
10. CONTRACTOR SHALL FILE, SECURE AND PAY FOR ALL NECESSARY APPROVALS, PERMITS I %%Mfggl? aﬁ?’&% spNga Hg;%wéggfgégesaﬁ%ﬁ 5OE%PPER TYPE "L"FITTINGS SHALL | SEE FIXTURE SCHEDULE FOR FIXTURE TYPES AND CONNECTION SIZES. T
AND INSPECTIONS. R ' 2. COORDINATE EXACT FIXTURE LOCATIONS FOR ROUGHING WITH THE ARCHITECTURAL [Ck—
Il ALL WORK SHALL BE GUARANTEED TO BE FREE FROM DEFECT FOR ONE YEAR AFTER 2. ALL POTABLE WATER PIPING SHALL BE DISINFECTED AS PER AWAWA STANDARD C60I-54 DRANINES.
AND ASREQUIRED BY THE LOCAL BUILDING AND HEALTH DEPARTMENT CODES.
ACCEPTANCE OF THE INSTALLATION BY' OWNER. 3. WHERE ARCHITEGTURAL DRAWINGS INDICATE TOILET ROOMS TO BE HANDICAPPED
2. AL WORK SHALL BE IN ACCORDANGE WITH THE NEW JERSEY UNIFORM CONSTRUCTION CODE 3. ANTI WATER-HAMMER SHOCK ABSORBERS SHALL BE JAY R. SMITH 'HYDROTROL" SIZED IN S O L CAPTED ADAFT/DLT COORDINATE FIXTURE CLEARANCE WITH
AND THE NATIONAL STANDARD PLUMBING CODE. ACCORDANCE WITH THE MANUFACTURERS RECOMMENDATIONS. AL 21207, - : =N
[3. THE PLUMBING SYSTEM SHALL BE TESTED IN ACCORDANCE WITH THE NATIONAL STANDARD 4. PROVIDE STOP VALVES FOR ALL DOMESTIC WATER CONNECTIONS TO FIXTURES EXCEPT 4. g’l‘"—E% %rgfggéﬁl%plrﬁfgbﬁ#égm%s SHALL BE "WHITE". COORDINATE ALL 3_1—_‘)
PLUMBING CODE. CONTRACTOR TO COORDINATE TESTS WITH LOCAL OFFICIALS. WHERE GATE VALVES ARE INDICATED ON THE DRAWINGS. XTURE : <
4. WHERE DEVICES REQUIRING ACCESS (VALVES, CLEANOUTS, ETC.) WOULD OTHERWISE BE 5. ALL HOSE BIBS AND HYDRANTS SHALL BE PROVIDED WITH APPROVED VACUWM BREAKERS, 5. PROVIDE POP-UP DRAIN AND OVERFLOW FOR ALL LAVS. e
‘RENDERED INACCESSIBLE BY BUILDING CONSTRUCTION, PROVIDE FRAMED ACCESS DOOR.
ACCESS DOORS FINISHES SHALL BE COORDINATED WITH ARCHITECT. IN GENERAL, 1. PROVIDE CHROME PLATED, BRASS ANGLED STOP VALVES FOR ALL WATER CLOSETS, LAVS, TESTING AND DISINFECTION :|:
ACCESS DOORS SHALL BE PRIMED, PAINTABLE, STEEL WHEN LOCATED IN DRYWALL SINKS, ETC.
CONSTRUCTION. ACCESS DOORS IN TOILETROOM TILE WAINSCOT SHALL BE STAINLESS . ALL NEW PLUMBING SYSTEMS SHALL BE TESTED IN ACCORDANCE WITH THE NSPC. )
STEEL. ACCESS DOORS IN EXTERIOR WALLS SHALL BE PROVIDED WITH INSULATED &. PROVIDE ASME TEMPERATURES AND PRESSURE RELIEF VALVES FOR ALL DOMESTIC WATER
DOORS. ACCESS DOORS IN COLUMN ENCLOSURES OR FIRERESISTIVE WALLS SHALL BE HEATERS. 2. SANITARY DRAINAGE SYSTEMS ROUGHING SHALL BE PRESSURE TESTED AT NOT LESS THAN ?—3
FIRE RATED IN ACCORDANCE WITH BOGA ARTICLE 40l 5 PS| FOR A PERIOD OF 15 MINUTES. PROVIDE TEST TEES, TEST PLUGS AND
9. DISCHARGE OF ALL RELIEF VALVES SHALL BE PIPED TO THE FLOOR TO PREVENT COMPRESSOR AS REQUIRED. THE FINAL SANITARY DRAINAGE SYSTEM SHALL BE SMOKE R
14. COORDINATE LOCATIONS OF ALL VALVES AND CONNECTIONS TO APPLIANCES WITH ACCIDENTAL SCALDING. TESTED. WHERE APPROVED BY THE LOCAL AUTHORITY HAVING JURISDICTION, i 3
EQUIPMENT SUPPLIER. PEPPERMINT MAY BE USED IN LIEU OF SMOKE TESTS.
10. PROVIDE TWO (2) GATE VALVES AND TWO (2) UNIONS AND DRAIN VALVE WITH HOSE D=
SCOPE OF WORK THREAD FOR EACH DOMESTIC WATER HEATER. 3. DOMESTIC WATER SYSTEMS SHALL BE HYDROSTATIC TESTED A 150 PSI FOR NOT LESS a—?—e
THAN ONE HOUR.
THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE FURNISHING AND INSTALLATION OF ALL HANGERS AND SUPPORTS %
FIXTURES, MATERIALS, PIPING AND COMPONENTS ASREQUIRED FOR A COMPLETE AND 4. ALL NEW DOMESTIC WATER SYSTEMS SHALL BE DISINFECTED USING A WATER CHLORINE
OPERATIONALLY FUNCTIONAL SYSTEM. SCOPE OF WORK SHALL INCLUDE BUT NOT BE LIMITED . ALL FIXTURES SHALL BE SUPPORTED INDEPENDENTLY OF THE PIPING SYSTEM. SEE SOLUTION AND IN ACGCORDANCE WITH THE REQUIREMENTS OF NSPC ARTICLE #l0d.
10! "FIXTURES" SECTION OF "NOTES AND SPECIFICATIONS' AND FIXTURE SCHEDULE NOTES.
1. INSTALLATION OF ABOVE GROUND SANITARY DRAIN WASTE AND VENT PIPING. 2. MAXIMIM SPACING OF SUPPORTS FOR VERTICAL PIPING SHALL NOT EXCEED: !
8. INSTALLATION OF CLEANOUTS IN SANITARY DRAINAGE SYSTEMS, OF PPING MAXIMUM SPACING
4. INSTALLATION OF FLOOR DRAINS AS INDICATED ON THE DRAWINGS. CAST IRON SOLL LINES AT BASE AND EACH STORY
0. INSTALLATION OF DOMESTIC HOT AND COLD WATER PIPING INCLUDING ANTI-WATER THREADED STEEL PIPE AT EVERY OTHER STORY
HAMMER SHOCK. ABSORBERS, VALVES, STOP VALVES, FLEX-SUPPLIES, DIELECTRIC UNIONS COPPER TUBE AT 10-0" INTERVALS R
BETWEEN DISSIMILAR PIPING MATERIALS, ETC. s
PROVIDERISER CLAMPS, WALL BRACKET HANGER, ETC. AS REQUIRED. HANGERS FOR PVC 3
II. INSTALLATION OF DOMESTIC WATER HEATERS INCLUDING ASME APPROVED, AGA RATED PIPING SHALL BE AS APPROVED BY THE MANUFACTURER.
TEMPERATURE AND PRESSURE RELIEF VALVES, GATE VALVES, UNIONS, RECIRCULATION ‘—@—‘
PUMPS, CHECK. VALVES, CONTROLS, ETC. 3. MAXIMUM SPACING OF SUPPORTS FOR HORIZONTAL PIPING SHALL NOT EXCEED:
12. INSTALLATION OF BACKFLOW PREVENTORS, PRESSURE REDUCING AND RELIEF VALVES AS TYPE OF PIPING MAXIMIM SPACING E@ iR
INDICATED ON THE DRAWINGS.
CAST IRON SOIL PIPE AT 5-0" (100" FOR I0'LENGTHS) HHEHR
14. INSTALLATION OF FIXTURES INCLUDING WALL HANGERS, SUPPORTS, STOP VALVES, FLEX- THREADED STEEL PIPE (3/4" LESS AT 10-0" INTERVALS
SUPPLIES, DRAINS, TRAPS, STRAINERS, FAUCETS, SOAP DISPENSERS, ESCUTCHEONS, THREADED STEEL PIPE (I' ¢ LARGER) AT 12'-0" INTERVALS
SEATS AND OTHER DEVICES AS SHOWN ON THE DRAWINGS AND INDICATED IN THE COPPER TUBE (I I/4" ¢ LESS) AT 6'-0" INTERVALS 3‘”‘@‘“‘?
SCHEDULE OF PLUMBING FIXTURES. COPPER TUBE (I 1/2" & LARGER) AT 10-0" INTERVALS -
5. TESTING OF THE PLUMBING SYSTEM INCLUDING AIR OR WATER TEST OF DRAINAGE SYSTEM 1
ROUGHINGS, SMOKE TEST OF FINISHED DRAINAGE SYSTEM AND PRESSURE TEST OF 4. ALL RISERS SHALL BE SUPPORTED AT THE BASE. ",
DOMESTIC WATER SYSTEMS. 5. PROVIDE CAPABILITY FOR EXPANSION AND CONTRAGTION IN ALL PIPING AS INDICATED r
6. DISINFECTION OF THE DOMESTIC WATER SUPPLY SYSTEM. BELOW: Lo
18. PIPING SUPPORT INCLUDING SEISMIC RESTRAINT SWAY BRACING IN ACCORDANCE WITH TYPE OF PIPING TYPE OF PROVISIONS D<HHNR H-o<
INTERNATIONAL BUILDING CODE.
DRAIN LINES IN UNHEATED AREAS EXPANSION FITTING @ 125' ENNR
9. INSTALLATION OF FIBERGLASS INSULATION, FITTING COVERS AND JACKETS ON ALL HOT DOMESTIC HOT WATER LINES EXPANSION LOOP @ 100'
AND COLD DOMESTIC WATER PIPING. H\III\H
20. CUTTING AND PATCHING AS REQUIRED. Y
21, PERMITS, INSPECTIONS, APPROVALS AND CERTIFICATES, INCLUDING FEES. <
22. GUARANTEE. R
W Z — s
MANUFACTURER/MODEL ¢ ACCESSORIES FIXTURE CONNECTIONS MATERIALS i} o o D S| ¥
_ A~ ZIVZ|G | |¥|o| e
(VALVE INLET) RREEEE ¥ § 5|9 § YIS|T|2 5% NOTES TO SCHEDULE OF PLUMBING FIXTURES:
Z|9|l®n [0 x =1
EIXTURE = XTURE ePM IFLoop T |8 |z | s Z AR E o g 2 Y g m|§ . PROVIDE STRAINER AND OVERFLOW FOR ALL LAVATORIES.
o T >
TAG TYFE FIXTURE SEAT FAUCET/FLUSH VALYE | NASTE | VENT | CA. HA. |epr| RIM v S| % % o § % ngl‘ €W <_(I ¥ |8 v|3S|®| SEE NOTE(S) 2. ALL EXPOSED WATER ¢ DRAIN LINES BELOW ACCESSIBLE LAVS ¢ SINKS
(AEE)| E|Z Y= El2 rlolo Ein = l\“)—‘ olY|3% SHALL BE INSULATED IN ACCORDANCE WITH ANS.. #AIIT.I.
S|IHIL % '5 % a5 g o % Zl2|z|a| s INSULATION SHALL BE PREMOLDED, JACKETED TYPE
— = AND SHALL BE TRUEBRO "HANDI-LAV GUARD" WITH H ¢ CW STOP
CUBLIC AREA VALVE COVERS OR APPROVED EQUAL.
FDI FLOOR DRAIN JAY R. SMITH #2005-55-P050 NA N/A 3 2 2 VA NA L NA 1 L 1 3. FAUCET CONTROL OPERATING FORCE SHALL NOT EXCEED 54-FT IN
ACCORDANCE WITH ANSI #AIIT.I.
FLOOR MOUNTED AMERICAN STANDARD AM. 5TD. ) ) ) 16 . 4. WATER CLOSETS SHALL BE OF THE ROUND FRONT TYPE AND SHALL
Wel WATER CLOSET 'CHAMPION PRO RIGHT HEIGHT" ~ [CLOSED FRONT TANK TYPE 4 2 I/ NA | goe | 162" | @ ° 4,5,6,1,9, 14 BE MOUNTED WITH FLOOD RIM AT I-2" AFF. PER NSP.C. #1711.
#5330.010.020
#211BA.004.020 5. ALL WATER CLOSETS SHALL BE PROVIDED WITH A HINGED, CLOSED
KOHLER FRONT SEAT WITH COVER UNLESS OTHERWISE NOTED. SEATS
VANITY TOP VANITY TOP \ )
LAVI W INTEGRAL SINKS W INTEGRAL SINKS NA W A e | o | o 92 s ol leole ole| |eo o 12314108 SHALL BE PROVIDED WITH CONCEALED HARDHARE.
(4" CENTERS) (4" CENTERS) SNGLE LEVER GPM 6. ALL WATER CLOSETS SHALL BE OF THE "ULTRA-LOW FLUSH" TYPE
ppp—— o vece COHER (128 GAL./FLUSH OR LESS).
' "BELL ERA" : ’ .. col 25| L,
sl | COMPARTMENT SINGLE SINK, ARCTIC WHITE N/A R 11/2 11/2 112 112 o | 2-8 ° ° ° ° ° L,4,7,0,12,13 7. COORDINATE WITH ARCHITECTURAL DRAWINGS FOR LOCATIONS OF HANDICAPPED
PANTRY SINK (3 HOLE) #2318 SINGLE LEVER ACCESSIBLE URINALS, SINKS, WATER CLOSETS AND LAVS,
VIGO INDUSTRIES KOHLER "CORALAIS" 25 8. MOP & SERVICE SINK FAUCETS TO BE PROVIDED WITH TOP WALL BRACE,
SH SHOWER R NA W/ #-Tio6lI-4-CP TRIM 2" 2| | v | gy | vA o o o o 3,410 3/4" HOSE THREAD SPOUT END, VACUM BREAKER, BUCKET
: ¢ #-2971-K5 PRESGURE HOOK, HOSE, HOSE BRACKET AND MOP HANGER.
SHOWER DRAIN W/ FLASHING CLAMP BALANCING VALVE
d.  ALL FIXTURE COLOR SELECTIONS SHALL BE BY THE ARCHITECT. BASE
BID SHALL BE BASED ON WHITE FIXTURES AND SEATS. PROVIDE AN
ALTERNATE BID BASED ON PREMIUM COLOR FIXTURES AND SEATS.
\ / 0. ALL FLUSH VALVES, SCULLERY SINK. AND SERVICE SINK FAUCETS
SHALL BE PROVIDED WITH INTEGRAL SCREWDRIVER STOPS.
Il.  ALL FAUCETS NOT PROVIDED WITH INTEGRAL STOPS SHALL BE SUPPLIED
WITH CHROME PLATED BRASS ANELED STOP VALVES.
SCHEDULE OF WATER HEATERS 12. ALL SINK FAUCETS SHALL BE PROVIDED WITH 25 GPM FLOW RESTRIGTOR.
e ~N 13. PROVIDE BASKET STRAINER, TRAP, TAILPIECE, CONNECTIONS, ETC.
- LOMET | pacnrers | cenor | storace ELECTRICAL REQUIREMENTS OAS REQUIREMENTS ECOVERY 6 40° 4. AL TOILETS SHALL BE PROVIDED WITH A STAINLESS STEEL FLOOR FLANEE.
T (*F) MODEL . %) oAL) N VOLTS/PHASESMHZ. | AMPS TWPE | MBIUS | GASPRESSURE | VENTSIZE | (6PH)
(PER ELEMENT) . (IN. W) (INCHES)
, AO SMITH
L WH- 120° HOT WATER| STORAGE, ELEC. 140 $DEN-120 loo 120 5050 208/3/60 25 NA NA N/A NA 45 6PH )
NOTES TO SCHEDULE OF NATER HEATERS:
. REFER TO PIPING DIAGRAM FOR ADDITIONAL NOTES.
2. REFER TO SCHEDULE OF EXPANSION TANKS FOR BLADDER TYPE EXPANSION TANK.
4 VOLWME | ACCEPTANCE | HEIGHT | DIAMETER | WATER CONNECTION )
EXPANSION TANK SERVICE TYPE MANIFACTURERMODEL No. | (=) sl hoes) | (Neres) e
EXT- W BLADDER TYPE :;1};0; THERMXTROL' | 44 05 8" " 3/4"
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