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Revisions
Date Issue Description
06-03-15 1 ISSUE FOR CONSTRUCTION
PLUMBING SYMBOLS
GENERAL SANITARY DRAINAGE INSULATION
. CONTRACTOR SHALL PERFORM ALL WORK S0 AS TO CONFORM TO LOCAL, STATE AND PIPING
NATIONAL CODES AND THE REQUIREMENTS OF LOCAL AUTHORITIES HAVING JURISDICTION. l.  ABOVE GROUND SANITARY WASTE AND VENT DRAIN PIPING SHALL BE CAST IRON, . THE FOLLOWING PIPING SHALL BE INSULATED: MISCELL ANEOUS
NO-HUB TYPE. — — UNDERGROUND SANITARY DRAIN
2. CONTRACTOR SHALL EXAMINE SITE TO DETERMINE THE EXACT CONDITIONS EFFECTING THE A. DOMESTIC COLD WATER — ABOVE GROUND SANITARY DRAIN % CONNECT TO EXISTING
PLUMBING NORK. 2. VERTICAL, NON-COMBUSTIBLE OCCUPYING AN AREA OF MORE THAN ONE SQUARE FOOT, VENT PIPING
PIPING ARRANGED IN GROUPS OF TWO OR MORE LINES, WHICH PENETRATE TWO OR MORE B. DOMESTIC HOT WATER 5 i
3. DRAMINGS INDICATE THE GENERAL SCHEME OF THE INSTALLATION AND ARE DIAGRAMMATIC FLOORS, SHALL BE ENCLOSED IN SHAFT HAVING A FIRE RESISTANCE RATING IN — DOMESTIC, COLD WATER ABBREVIATIONS
IN SCOPE. THE ENGINEER RESERVES THE RIGHT TO CHANGE THE LOCATION OF PIPING, ACCORDANCE WITH BOCA ARTICLE 401 (MINIMIM | HOUR). 2. INSULATION SHALL BE I"RIGID FIBERGLASS AND SHALL BE MANVILLE "MICRO-LOK" OR L————  DOMESTIC HOT WATER SUPPLY (140°F)
FIXTURES, ETC. TO AREASONABLE EXTENT AS THE BUILDING CONDITIONS MAY DICTATE, APPROVED EQUAL. PROVIDE JACKETS AS SPECIFIED BELOW . AFF ABOVE FINISHED FLOOR
PRIOR TO THEIR INSTALLATION, WITHOUT EXTRA COST TO THE OWNER. THE EXACT 4. CLEANOUTS FOR SANITARY DRAINAGE SYSTEMS SHALL BE LOCATED IN ACCORDANCE WITH ' ' = DOMESTIC HOT WATER RETURN (140°F) BTU BRITISH THERMAL UNITS
l{gEcﬁggE ;\gg QSERSASPEEEMENT OF ALL EQUIPMENT AND PARTS SHALL BE DETERMINED AS ARTICLE 54 OF THE NATIONAL STANDARD PLUMBING CODE. 3. JACKETS FOR GENERAL PURPOSE, INDOOR USE SHALL BE MANVILLE "AP-T PLUS" +—180° = DOMESTIC HOT WATER (I80°F) gf*l EZSTBU;BSN AIR INTAKE
' 5. FLOORS DRAINS SHALL BE JAY R. SMITH MODEL NO. 2005, ROIND TOP WITH STAINLESS PRESSURE SENSILITIVE LAP SEALING STOTEM OR APPROVED EQUAL. ) PIPE TURNING DOWN U COPPER
4. DETAILS OF CONSTRUCTION AND OF WORKMANSHIP WHERE NOT SPECIFICALLY DESCRIBED STEEL STRAINER. PROVIDE DEEP SEAL TRAP. 4. IACKETS FOR OUTDOOR USE SHALL BE MANVILLE "ZESTON 2000" PVG WITH "PERMA-WELD"  — PIPE TURNING UP CUFT. cUBIC FEET
HEREIN OR INDICATED ON THE DRAWINGS SHALL BE SUBJECT TO THE ENGINEER'S ADHESIVE OR APPROVED EQUAL. C COLD WATER
APPROVAL.IT 1S THE INTENT OF THESE SPECIFICATIONS TO PROVIDE COMPLETE o. lf;'—é— gﬂ%ﬁgﬁ;ﬁ'ﬁ;ﬁ%ﬁﬂLD;UgMﬁOQEAZHHm% %ﬁﬁgﬁg@f\ﬁ%g@x’gﬁ SANITARY SYSTEMS DI DUCTILE IRON
SYSTEMS, LEFT IN 600D WORKING ORDER, READY FOR OPERATION. T ARCHITECT ' 5 VALVES, FLANGES, ELBOWS, TEES, HUBS AND OTHER FITTINGS SHALL BE INSULATED pPCcO  =DPCO ELEV ELEVATION
5. SCRAP AND DEBRIS, EXCEPT AS OTHERWISE SPECIFIED, SHALL BE-REMOVED FROM THE ' USING MANVILLE HIFLO TEMP FIBERCLASS INSERTS WITH MANVILLE 'ZESTON 2000" = DECK FLATE CLEANOUT '2;?_ ZiELTLgES SECONP
" 2ITE AND DISPOSED OF BY THIS CONTRACTOR. ’ 7. VENTS THRU'ROOF SHALL NOT BE LESS THAN 3' TO PREVENT FROST CLOSIRE. WHERE PVC FITTING COVERS SECIRED WITH MANVILLE "PERMA-WELD" ADHESIVE. ~il CO  HORIZONTAL CLEANOUT el GALLONS PER DAY
VENTS STV THAN " ARE INDICATED ON THE DRAVINGS, INCREAGE TO 3° SIZE AT 6. ALL INSULATION SYSTEMS, INCLUDING INSULATION, ADHESIVES AND JACKETS SHALL BE VTRo J\VTR  VENT THRU ROOF WFLASHING & COUNTERFLASHING GPH GALLONS PER HOUR
6. CONTRACTOR SHALL BERESPONSIBLE FOR TESTING AND START-UP OF THE SYSTEM. . CERTIFIED IN ACCORDANCE WITH ASTMEES4 FOR FLAMESPREAD RATING OF 25 OR LESS - GPM GALLONS PER MINUTE
.. AND SMOKE DEVELOPED RATING OF 50 OR LESS. « TRAP HD HEAD
7. ALL WORK SHALL BE DONE WITH A MINIMUM OF DUST AND DIRT. PROVIDE SUFFICIENT 8. VENTS SHALL TERMINATE NOT LESS THAN 6" ABOVE ROOF. VENTS SHALL NOT TERMINATE 1 AD ACCESS DOOR HP HORSEPOWER
FIREPROOF TARPAULING AND COVER ALL EQUIPMENT IN WORK AREA WITH SAME DURING BELOW OR WITHIN 10" HORIZONTALLY OF ANT DOOR, WINDOW, FRESH AIR INTAKE OR HA HOT WATER
. 1. ALL BUT JOINTS OF INSULATION SECTIONS SHALL BE SEALED USING BUTT STRIPS AS F.D.
INGTALLATION. OTHER VENTILATION OPENING. WHERE 10' HORIZONTAL CLEARANCE CANNOT BE SECOMMENDED, B THE MANFACTIRER FOR THE ACKET EVPLOYED FlE 5 FLOOR DRAIN W/TRAP D INSIDE DIAMETER
MAINTAINED, EXTEND VENT TO AT LEAST 2' ABOVE VENTILATION OPENING. : FR
FR B %7 FLOOR RECEPTOR W/SPLASH PROOF RIM IPS INTERNATIONAL PIPE SIZE
8. CONTRACTOR SHALL FURNISH SHOP DRAWINGS AND EQUIPMENT CUTS TO ARCHITECT FOR DOMESTIC. WATER FIXTURES D, LF LINEAR FEET
APPROVAL (MINIMUM FIVE (5) COPIES). FFD B FUNNEL FLOOR DRAIN NTS NOT T0 SCALE
0. CONTRACTOR SHALL FILE, SECURE AND PAY FOR ALL NECESGARY APPROVALS, PERMITS I DOMESTIC COLD AND HOT WATER PIPING SHALL BE COPPER TYPE "L"FITTINGS SHALL | SEE FIXTIRE SCHEDULE FOR FIXTURE TYPES AND CONNECTION SIZES. = TRENCH DRAIN op S R e N
BE WROUGHT COPPER, 95%-5% SOLDER SHALL BE USED. - Pel POUNDS sQ c
AND INSPECTIONS. LDER SHALL 2. COORDINATE EXACT FIXTURE LOCATIONS FOR ROUSHING WITH THE ARCHITECTURAL Bl FD., FR, ETC. WBACKWATER VALVE PolA ol ABSOLUTE Key Plan
Il. ALL WORK SHALL BE GUARANTEED TO BE FREE FROM DEFECT FOR ONE YEAR AFTER 2. ALL POTABLE HATER FIPING SHALL BE DISNFECTED A9 FER ANrA STAIDARD C01-54 DRARINES. DOMESTIC WATER SYSTEMS poe . AomMeE
ACCEPTANCE OF THE INSTALLATION BY OFNER. ' 3. WHERE ARCHITECTURAL DRAWINGS INDICATE TOILET ROOMS TO BE HANDICAPPED : EALANCING VALVE e SERVICE WEIGHT CAST IRON
2. ALL WORK SHALL BE IN ACCORDANCE WITH THE NEW JERSEY UNIFORM CONSTRUGTION GODE 3. ANTI WATER-HAMMER SHOCK ABSORBERS SHALL BE JAY R. SMITH "HYDROTROL" SIZED IN ACCESOIBLE OR HANDICAPPED ADAPTABLE COORDINATE FIXTURE CLEARANCE WITH VAC VACUM VATCH
AND THE NATIONAL STANDARD PLUMBING CODE. ACCORDANCE WITH THE MANUFACTURERS RECOMMENDATIONS. NJAC. 5:23-T, 'BARRIER - FREE SUBCODE". N CHECK VALVE WTR WATER | UNE
4. UNLESS OTHERWISE INDICATED, ALL FIXTURES SHALL BE "WHITE'. COORDINATE ALL —1 STOP VALVE (CHROME PLATED) XHCI EXTRA HEAVY CAST IRON :
[3. THE PLUMBING SYSTEM SHALL BE TESTED IN ACCORDANGE WITH THE NATIONAL STANDARD 4. PROVIDE STOP VALVES FOR ALL DOMESTIC WATER CONNECTIONS TO FIXTURES EXCEPT . Fi LORS WITH THE AR' WITE :
PLUMBING CODE. CONTRACTOR TO COORDINATE TESTS WITH LOCAL OFFICIALS. WHERE GATE VALVES ARE INDICATED ON THE DRAWINGS. XTURE CO TH THE ARCHITECT. D GATE VALVE (NORMALLY OPEN) 0 0
4. WHERE DEVICES REQUIRING ACCESS (VALVES, CLEANOUTS, ETC.) WOULD OTHERWISE BE 5. ALL HOSE BIBS AND HYDRANTS SHALL BE PROVIDED WITH APPROVED VACUM BREAKERS. 5. PROVIDE POP-UP DRAIN AND OVERFLOW FOR ALL LAVS. e GATE VALVE (NORMALLY CLOSED) Ué
‘RENDERED INACCESSIBLE BY BUILDING CONSTRUCTION, PROVIDE FRAMED ACCESS DOOR. UNION E
ACCESS DOORS FINISHES SHALL BE COORDINATED WITH ARCHITECT. IN GENERAL, 1. PROVIDE CHROME PLATED, BRASS ANELED STOP VALVES FOR ALL WATER CLOSETS, LAVS, TESTING AND DISINFECTION | | ] mla == el el
: f SINKS, ETC. —i— FLANGED CONNECTION —— ——
ACCESS DOORS SHALL BE PRIMED, PAINTABLE, STEEL WHEN LOCATED IN DRYWALL : 3 = TEREW T
CONSTRUCTION.  ACCESS DOORS IN TOILET'ROOM TILE WAINSCOT SHALL BE STAINLESS . ALL NEW PLUMBING SYSTEMS SHALL BE TESTED IN ACCORDANCE WITH THE NSPC. %
TRl ACCESS DODRS IN EXTERIOR WALLS SHALL BE PROVIDED WITH INGLLATED ®. PROVIDE ASME TEMPERATURES AND PRESSURE RELIEF VALVES FOR ALL DOMESTIC WATER SOLENOID VALVE
DOORS, ACCESS DOORS IN COLUMN ENCLOSURES OR FIRE RESISTIVE WALLS SHALL BE HEATERS. 2. SANITARY DRAINAGE SYSTEMS ROUGHING SHALL BE PRESSURE TESTED AT NOT LESS THAN ?—3 ANGLE VALVE 71 1
FIRE RATED IN ACCORDANCE WITH BOCA ARTICLE 40, 5 PSI FOR A PERIOD OF 5 MINUTES. PROVIDE TEST TEES, TEST PLUSS AND - L L
4. DISCHARGE OF ALL RELIEF VALVES SHALL BE PIPED TO THE FLOOR TO PREVENT COMPRESSOR ASREGUIRED. THE FINAL SANITARY DRAINAGE SYSTEM SHALL BE SMOKE R -
ACCIDENTAL SCALDING. : ASME APPROVED T ¢ P RELIEF VALVE |
14. COORDINATE LOCATIONS OF ALL VALVES AND CONNECTIONS TO APPLIANCES WITH TESTED. WHERE APPROVED BY THE LOCAL AUTHORITY HAVING JURISDICTION, é 3
EQUIPMENT SUPPLIER. PEPPERMINT MAY BE USED IN LIEU OF SMOKE TESTS.
I0. PROVIDE TWO (2) GATE VALVES AND TWO (2) UNIONS AND DRAIN VALVE WITH HOSE I SLOBE VALVE
SCOPE OF WORK THREAD FOR EACH DOMESTIC WATER HEATER. 3. DOMESTIC WATER SYSTEMS SHALL BE HYDROSTATIC TESTED A 150 PSI FOR NOT LESS 3—%1—% THREE-WAY VALVE Consultants
THAN ONE HOUR.
THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE FURNISHING AND INSTALLATION OF ALL HANGERS AND SUPPORTS % PRESSURE GAUGE WCOCK
FIXTURES, MATERIALS, PIPING AND COMPONENTS ASREQUIRED FOR A COMPLETE AND 4. ALL NEN DOMESTIC WATER SYSTEMS SHALL BE DISINFECTED USING A WATER CHLORINE
OPERATIONALLY FUNGCTIONAL SYSTEM. SCOPE OF WORK SHALL INCLUDE BUT NOT BE LIMITED |.  ALL FIXTURES SHALL BE SUPPORTED INDEPENDENTLY OF THE PIPING SYSTEM. SEE SOLUTION AND IN ACCORDANCE WITH THE REQUIREMENTS OF NSPC ARTICLE #l04. THERMOMETER Ll NWO O D E N G l N E E Rl N G
T0: "FIXTURES" SECTION OF "NOTES AND SPECIFICATIONS" AND FIXTURE SCHEDULE NOTES. s s O Cl TE s P
7. INSTALLATION OF ABOVE GROUND SANITARY DRAIN WASTE AND VENT PIPING. 2. MAXIMIM SPAGING OF SUPPORTS FOR VERTICAL PIPING SHALL NOT EXCEED: ! TEMPERATURE SWITCH (AQUASTAT) A A 0 .A.
8. INSTALLATION OF CLEANOUTS IN SANITARY DRAINAGE SYSTEMS. FLOW SWITCH
TYPE OF PIPING MAXIMIM SPACING
CONSLL TING MECHANICAL & ELECTRICAL ENGINEERS
d. INSTALLATION OF FLOOR DRAINS AS INDICATED ON THE DRAWINGS. CAST IRON SOIL LINES AT BASE AND EACH STORY PRESSURE SWITCH
0. INSTALLATION OF DOMESTIC HOT AND COLD WATER PIPING INCLUDING ANTI-WATER THREADED STEEL PIPE AT EVERY OTHER STORY 955 Lincoln Ave. 2301 Dupont Drive-Suite 150
HAMMER SHOCK ABSORBERS, VALVES, STOP VALVES, FLEX-SUPPLIES, DIELECTRIC UNIONS COPPER TUBE AT 100" INTERVALS =R STRAINER Glen Rock, New Jersey Irvine, California
BETEEN DISSIMILAR PIPING MATERIALS, ETC. s 07452 92612
PROVIDERISER CLAMPS, WALL BRACKET HANGER, ETC. ASREQUIRED. HANGERS FOR PVC P ANTI-WATER HAMMER DEVICE (PDI RATING AS NOTED) t: 201.857.3998 t: 714.424.0001
II. INSTALLATION OF DOMESTIC WATER HEATERS INCLUDING ASME APPROVED, AGA RATED PIPING SHALL BE AS APPROVED BY THE MANUFACTURER. f 201.857.3994 f 714.424.0004
TEMPERATURE AND PRESSURE RELIEF VALVES, GATE VALVES, UNIONS, RECIRCULATION “@“ BASE MOUNTED PUMP o T
PUMPS, CHECK VALVES, CONTROLS, ETC. 3. MAXIMWM SPACING OF SUPPORTS FOR HORIZONTAL PIPING SHALL NOT EXCEED: www.llnwoodenglnee ring.com
12. INSTALLATION OF BACKFLOW PREVENTORS, PRESSURE REDUCING AND RELIEF VALVES AS TYPE OF PIPING MAXIMM SPACING @ i AUTOMATIC TRAP PRIMER WBACKFLOW PREVENTION
INDICATED ON THE DRAWINGS. o .
CAST IRON S0IL PIPE AT 5-0" (10-0" FOR 10'LENGTHS) HHRHR WATER METER WFLANGED CONNECTIONS . .
|4, INSTALLATION OF FIXTURES INCLUDING WALL HANGERS, SUPPORTS, STOP VALVES, FLEX- THREADED STEEL PIPE (3/4' LESS AT 00" INTERVALS Michael T. Davina. P.E.| Robert J. Hatch. P.E.
SUPPLIES, DRAINS, TRAPS, STRAINERS, FAUCETS, SOAP DISPENSERS, ESCUTCHEONS, THREADED STEEL PIPE (I' ¢ LARGER) AT 12'-0" INTERVALS ! )
SEATS AND OTHER DEVIGES AS SHOWN ON THE DRAWINGS AND INDICATED IN THE COPPER TUBE (I /4" ¢ LESS) AT 6'-0" INTERVALS 8—|I—@-H—8 FLANGED CIRCULATING PUMP W/BRONZE CASING ¢ IMPELLER NJ #48654 AR #13868
SCHEDULE OF PLUMBING FIXTURES. COPPER TUBE (I /2" ¢ LARGER) AT 10-0" INTERVALS " CT #0025779 CA #E16118
CT #13318
5. TESTING OF THE PLUMBING SYSTEM INCLUDING AIR OR WATER TEST OF DRAINAGE SYSTEM —T—y HOSE BIBB W/VACUUM BREAKER
ROUGHINGS, SMOKE TEST OF FINISHED DRAINAGE SYSTEM AND PRESSURE TEST OF 4. ALLRISERS SHALL BE SUPPORTED AT THE BASE. WA i AL YORANT KA ACUM BREAKER L'; ’9;6498556106
DOMESTIC WATER SYSTEMS. 5. PROVIDE CAPABILITY FOR EXPANSION AND CONTRACTION IN ALL PIPING AS INDICATED 8 FROOF WALL HYDRANT WVAC NJ #30419
l6. DISINFECTION OF THE DOMESTIC WATER SUPPLY SYSTEM, BELOK: PorIEH  WATER METER ASSEMBLY WGATE VALVES ¢ UNIONS NV #019975
1&. PIPING SUPPORT INCLUDING SEISMIC RESTRAINT SWAY BRACING IN ACCORDANCE WITH TYPE OF PIPING TYPE OF PROVISIONS toHFRH  FLANGED WATER METER ASSEMBLY W/ GATE VALVES NY #56608
PA #036014—E
INTERNATIONAL BULDING CODE. DRAIN LINES IN UNHEATED AREAS EXPANSION FITTING @ 125" ENINR
: DOUBLE CHECK VALVE BACKFLOW PREVENTER W/DRIP
9. INSTALLATION OF FIBERGLASS INSULATION, FITTING COVERS AND JACKETS ON ALL HOT DOMESTIC HOT WATER LINES EXPANSION LOOP @ 100
AND COLD DOMESTIC WATER PIPING. H\III\H REDUCED PRESSURE ZONE BACKFLOW PREVENTER
20. CUTTING AND PATCHING AS REQUIRED. Y THERMOSTATIC. MIXING VALVE
21. PERMITS, INSPECTIONS, APPROVALS AND CERTIFICATES, INCLUDING FEES, <]

SHOWER VALVE (ANTI-SCALD PRESSURE BALANCED TYPE)

INTERIOR RENOVATIONS

SCHEDULE OF PLUMBING FIXTURES AT THE

= T TE -
/ MANUFACTURER/MODEL ¢ ACCESSORIES EIXTURE CONNECTIONS matRiALs | (B1S]|o| 2 (|8 BB \ TAMARACK - N RESIDENCE
(VALVE INLET) RREREE %X g NE R 5 = NOTES TO SCHEDULE OF PLUMBING FIXTURES:
Z|O|w® o >4
EIXTURE EIXTURE eoM |FLoop T | B 2 | 1 E Nl 3 ?‘é S %% g & . PROVIDE STRAINER AND OVERFLOW FOR ALL LAVATORIES. R AM APO
TAG TYPE FIXTURE SEAT | FAUCET/FLUSH VALVE | WASTE | VENT | CA. | HA. |cer| mrM X2 2|3 ¥l § Z 5 i< % B o =|8| SEENOTE®) 2. ALL EXPOSED WATER ¢ DRAIN LINES BELOW ACCESSIBLE LAYS ¢ SINKS
AEE)IEIZ IR | =22 E vlo P = ﬁ oY 3| SHALL BE INSULATED IN ACCORDANCE WITH ANS.. #AIMT..
SISICIZISIZRIGEIRLISIZ2IE Z| 0l INSULATION SHALL BE PREMOLDED, JACKETED TYPE ‘ OLLEGE
AND SHALL BE TRUEBRO "HANDI-LAY GUARD" WITH H & CW STOP
VALVE COVERS OR APPROVED EQUAL.
PUBLIC AREA " " ; NEW JERSEY
FDI FLOOR DRAIN JAYR. SMITH #2005-55-P050 WA N/A 3 2 I NA | VAL VA g g d 3. FAUCET CONTROL OPERATING FORCE SHALL NOT EXCEED 5#-FT IN OF S
ACCORDANCE WITH ANSI #Al17.. 505 Ramapo Va”ey Road
FLOOR MOUNTED AMERICAN STANDARD AM. STD. ) ) . 16 . 4. WATER CLOSETS SHALL BE OF THE ROUND FRONT TYPE AND SHALL Mahwah, New Jersey 07430-1680
WCI WATER CLOSET 'CHAMPION PRO RIGHT HEIGHT" CLOSED FRONT TANK TYPE 4 2 /2 N/A SPF o-12" | @ L] 4,561,914 BE MOUNTED WITH FLOOD RIM AT I'-2" AFF. PER NSP.C. #1.1.l.
#2||IBA.004.020 #5330.010.020
5. ALL WATER CLOSETS SHALL BE PROVIDED WITH A HINGED, CLOSED
KOHLER FRONT SEAT WITH COVER UNLESS OTHERWISE NOTED. SEATS
VANITY TOP VANITY TOP . )
LAVI W/ INTEGRAL SINKS W/ INTEGRAL SINKS N/A e IS |4 e | o | 92| s ° ol e °le ° 012374128 SHALL BE PROVIDED WITH CONCEALED HARDWARE.
(4" CENTERS) (4" CENTERS) 6PM 6. ALL WATER CLOSETS SHALL BE OF THE "ULTRA-LOW FLUSH" TYPE
SINGLE LEVER
OHLER (128 GAL/FLUSH OR LESS). )
COUNTERTOR, LG HI-MACS BEL L ERA" 25 Client
5l | COMPARTMENT SINGLE SINK, ARCTIC WHITE NA W 12" L2 |2 2| oy | 28 ° ° ° ° ® | 1411128 1. COORDINATE WITH ARCHITECTURAL DRAWINGS FOR LOCATIONS OF HANDICAPPED
PANTRY SINK (3 HOLE) #2318 SINGLE LEVER ACCESSIBLE URINALS, SINKS, WATER CLOSETS AND LAVS.
VIGO0 INDUSTRIES KOHLER "CORALAIS" 95 8. MOP & SERVICE SINK FAUCETS TO BE PROVIDED WITH TOP WALL BRACE,
- SHOMER o NeobodmtiTAza NA W #K-T5611-4-CP TRIM 2 2 | 2| ooy| A ° ° ° ° 3,9,10 3/4" HOSE THREAD SPOUT END, VACUUM BREAKER, BUCKET R AM AP O
CHONER. DRAINTY FL ASHING CLAMP ¢ *éﬂ}jéﬁlgﬁgf\’fv“%f HOOK, HOSE, HOSE BRACKET AND MOP HANGER.
d. ALL FIXTURE COLOR SELECTIONS SHALL BE BY THE ARCHITECT. BASE
BID SHALL BE BASED ON WHITE FIXTURES AND SEATS, PROVIDE AN
ALTERNATE BID BASED ON PREMIUM COLOR FIXTURES AND SEATS.
\ J 0. ALL FLUSH VALVES, SCULLERY SINK AND SERVICE SINK FAUCETS OF NEW JERSEY
SHALL BE PROVIDED WITH INTEGRAL SCREWDRIVER STOPS.

505 Ramapo Valley Road
Mahwah, New Jersey 07430-1680

. ALL FAUCETS NOT PROVIDED WITH INTEGRAL STOPS SHALL BE SUPPLIED
WITH CHROME PLATED BRASS ANGLED STOP VALVES.

SCHEDULE OF WATER HEATERS 12. ALL SINK FAUCETS SHALL BE PROVIDED WITH 25 6PM FLON RESTRICTOR.
e N 3. PROVIDE BASKET STRAINER, TRAP, TAILPIECE, CONNECTIONS, ETC.
ELECTRICAL REQUIREMENTS GAS REQUIREMENTS
WATER HEATER | SERVICE e = Mglégﬂﬁ MANUEACTURER/ | EFFICIENCY | STORAGE RECOVERY @ 40° 4. ALL TOILETS SHALL BE PROVIDED WITH A STAINLESS STEEL FLOOR FLANGE.
( DF) MODEL NO (%) (GN—.) KN VOLTS /PH A5E5 /HZ AMP5 TYPE MB-I-U|5 6A5 PRE%URE VENT 5|ZE (GPH)
(PER ELEMENT) ' (IN. WC.) (INCHES)
W 120° HOT WATER| STORAGE,ELEC.| 140 AR 00 120 5050 208/3/60 2 NA NA NA NA 45 &M
N _J
NOTES TO SCHEDULE OF WATER HEATERS: 1P
. REFER TO PIPING DIAGRAM FOR ADDITIONAL NOTES. tel: 201.573.1767 fax: 201.573.0808 WWw.sns—arch—eng.com
2. REFER TO SCHEDULE OF EXPANSION TANKS FOR BLADDER TYPE EXPANSION TANK. o o o o o o o o
Fay W. Logan, AA O
SCHEDULE OF EXPANSION TANKS John M. Lignos, A -
4 VOLUME | ACCEPTANCE | HEIGHT | DIAMETER WATER CONNECTION , ,
EXPANSION TANK SERVICE TYPE MANUFACTURER/MODEL NO. (GAL) EACTOR (NCHES) | (INCHES) (NPT) Lorin J. Sonenshine, AlA @)
EXT- M- BLADDER TYPE il THERMAXTROL™ | 4 4 05 8" 12" 3/4° Steven Napolitano, e o
\ ,
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